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ad notam LCD DTV-SERIES

DTV 7.0”

MIRROR IMAGE® is the LCD engine that drives images through glass and 

unique challenges of operating in ventilation deprived environments and to 

LCD Monitor 
by ad notam® ad notam® integration 

perfectly qualified for the combination 

elements can either be considered at different places (up to 4 meter distance 

® ®

®

PRODUCT HIGHLIGHTS

g  Feather light Monitor System 

g  

g   

g  
  squeezed environments

g  

g  Flush fitted monitor

g  Adjustable mounting system for particularized placement

g   

g  Doesn’t require ventilation

g  Sealed casing

g  

g  Auto signal detection logic

g  Optional RF remote control (no IR eye needed)

g  DOG system architecture

Screensize Art.No.

Article No.:

Code Signalsystem

11 PAL ASIA
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DTV 7.0”

Technical Datasheet:
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Side view DTV 7.0“ INPUT BOX

Top view DTV 7.0“ INPUT BOX
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Front view DTV 7.0“ LCD
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Screen technology:

Art.No. / Features DTV 070-10 DTV 070-11 DTV 070-12

Display Type

Active Screen Area    

Picture Format

Physical Resolution

Viewing Angle

Brightness

Contrast

Response Time

TV-Inputs

Video-Inputs

 

 

 

 

Audio-Inputs

   

Operating Tempe-
rature

   

Power

Weight

Amplifier 
Output

   

Filter

Tuner Receiver

Tuner Channels

Sound System BG, DK, I, L, L`, NICAM/A2 BG, DK, I, NICAM/A2 M, AC –3 / MPEG LAYER I / II

FM Radio no no no

Teletext / EPG / PIP

Interactive Port RJ45

Remote Control 
Code

definable definable definable
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DTV 7.0”

Power supply:

Power
Voltage

  IN                         OUT
Type Operating Temperature

Remote Control Aqua IR:

Type Feature
Dimensions 
B x H x D

IR Infrared Water resistant

Connection Cable LCD - Input Box

Type Lenght Note

In delivery scope

Optional


